



Fundamental Study on Centrifuge Model Tests 
成田国朝。奥村哲夫 e 大根義男
Kunitor即 NARITA. Tetsuo 0副盟]RAand Yoshio 0国E
ABSTRACT: In this paper， several features and efficiencies of the geot邑chnical
centrifuge app乱回tusset up at AIT in Tlarch， 1993 are first outlined. In order to 
confirm effective田ysof utilizing the centrifuge皿dto acquire basic experi，町ltal
techni明es，some funda配 ntalstudies胃erecarried out on the calibration of pick-ups 
and th邑 measure配 ntof earth and pore胃aterpressures in胃aterand sand deposits. 
Disscussions瞬間 then阻 deon the effects of side friction in the container and 
stress concentration and arching of soils around pick-ups on the precise measurement 
of earth pressures. Test results reveal that in the calibration of earth pressure 
pick-up， appropriate correction is needed for enertia force and soil properties，回d
that the effects of si血 frictionand arching on earth pr巴ssuren悶 surementsare 












































項 目 性 能
有効半径 1360 m皿
最大遠心加速度 200g (75g) 
最大搭載重量 75kgf (200kgf) 
?(J. 士? 量 15g.ton 












































































***本来 Test No. 1-1 ノ Person ト1ame: 4_HAt-J 本来**~(
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To tal Mt = 11，384 kgホcm ( Wc=107. 31kg ) 
Counter Weig-ht Side: 
Fix.Bar MJ = 
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4 Long. Nut 
50 ALUMI-PLATE 
51 HA-TER附INAl
52 . HA-TERMINA2 
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Total: Mu = 11， 393 kg*crn 仁 ¥'Ju=89. 86kg ) 
Balance Error: Ertor = Q.07 %く dM= 8 kg*cm ) 
Maximum G-leve 1: 
Use r' s Name: 
Checker' s Na:me: 









































図 3 画像計測システムの概略 直結摺動車'白吋見-~:15FLP30A(2kQ}栄通信工芸



























項 目 間隙水圧計 士圧計
定格容量 1 Okgf / cm2 10kgf/cm2 
非直線性 0.5時FS 0.5出FS
7や91〆電圧 6.0vDC 6.0vDC 
直 径 L 5 m阻 25.0 mm 
厚 dぇ 6.0 mm 6.0 盟国
重 量 1. 2 gf 14.0 gf 
トトゃ線直径 1. 6 mm 4.0 祖国












ことが分かる。 しかしこの変動の大きさは、 日 Z
100 g (本装置の通常の使用範囲) に対して約0.04
kgf/cm2 (0. 4出FS)であり、 検出器の非直線性 (0.5%

































































a) c'-c'型 b) c -c型
「寸 I







試 料 |砂分最大粒径 50同粒径均等係数
試料A(7号珪砂) 1 92% 0.42m田 0.02皿 2.9 














て地盤を作成した。 地盤の乾燥重量γdは1.36 ~ 
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